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Explosive-proof parameters

China National Quality Supervision and Test Centre for Explosion 

Protected Electrical Products (CQST)
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Um: 250V   

Certified parameters (Terminals 2, 1):

Uo=+1.25V/-1.25V,       Io=0.1mA,         Po=0.03mW

�&�R� ���������)��                                     Lo=100mH

Certified parameters (Terminals 3/4, 1):

Uo=-27.3V,                  Io=92mA,           Po=628mW

�&�R� �����������)��                          Lo=3.4mH

Wiring diagramParameters

Power supply:                      

Power dissipation:                

Input signal:

Line resistance:   

Available voltage:

                                                                       

Output signal:                                 

Load resistance:                                    

DC accuracy:

AC accuracy:

Temperature drift: 

Cut-off frequency:

 

Phase response:

                    

Electromagnetic 

compatibility: 

Dielectric strength:                                                                            

Insulation resistance:              

Operation temperature:            

Storage temperature:             

Dimension:       

18V DC ~ 60V DC (Reverse power protection)

1.2W

-20V ~ 0V
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-20V ~ 0V
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< ±20mV

0Hz ~ 1kHz              ±1 %

1kHz ~ 20kHz          -2 % ~ +1 %

100ppm/°C

< -0.1dB��(5kHz)
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NPEXA-C87                                                   Single input, single output

Input: -20V ~ 0V
Output: 1:1 


